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: . Applicable section of
Reference Applies to subpart PPP Explanation ppsubpan PPP
Subpart U:

63.480— No.

63.487.
63.488 ....... Yes i Portions of 63.488(b) and (e) are cross-referenced in

subpart PPP..

63.489— No.

63.506.

TABLE 3 TO SUBPART PPP OF PART 63—GROUP 1 STORAGE VESSELS AT EXISTING AND
NEW AFFECTED SOURCES

Vessel capacity
(cubic meters)

Vapor Pressure s
(kilopascals)

75 < capacity < 151 ...

>13.1

capacity > 151 ..

252

aMaximum true vapor pressure of total organic HAP at storage temperature.

TABLE 4 TO SUBPART PPP OF PART 63—KNOWN ORGANIC HAP FROM POLYETHER
PoLYOL PRODUCTS

Organic HAP/chemical name
[CAS No.]

1,3 Butadiene
(106990)

Epichlorohydrin
(106898)

Ethylene Oxide
(75218)

n-Hexane
(110543)

Methanol
(67561)

Propylene Oxide
(75569)

Toluene
(108883)

CAS No.=Chemical Abstracts Service Registry Number.

[65 FR 26505, May 8, 2000]

TABLE 5 TO SUBPART PPP OF PART 63—PROCESS VENTS FROM BATCH UNIT
OPERATIONS—MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS

Control technique Parameter to be monitored

Recordkeeping and reporting requirements for monitored pa-
rameters

Thermal Incinerator .................. Firebox temperature= ..............

1. Continuous records as specified in §63.1429.°
2. Record and report the average firebox temperature meas-
ured during the performance test—NCS. ¢

3. Record the daily average firebox temperature as specified
in §63.1429.
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